Index

Symbols

3rd Generation Partnership Project (3GPP)  136-137, 144, 146, 148, 154, 159, 162-165, 167, 178-184, 186, 191, 193, 196-197, 199-200

A

ABF-based discovery protocol  65, 71, 81
activity support systems  84
Actor Preference Manager (APM)  89
Adaptive Deployment Model (ADM)  86
ad hoc network  31-34, 36-38, 42, 44-48, 61-62, 81-82, 102, 118-119, 134, 226, 291-293, 295, 305-307
Ad-Hoc On-demand Distance Vector (AODV)  36, 268, 293, 297
ad hoc scenarios  32, 45
Aggregate Multiple Group Division Technique  241
aggregation (AGG)  51, 54, 57-60
AIMD (Additive Increase Multiplicative Decrease)  2, 6, 15
AIPAC (Automatic IP Address Configuration)  34, 44
Alarm-Driven Applications  120
Application Function (AF)  182, 185-186, 192
Asymmetric DSL (ADSL)  142, 158
ATM Adaptation Layer type 2 (AAL2)  140, 146
ATM (Asynchronous Transfer Mode)  16, 135, 137-147, 149, 151-154, 157-158
ATM networks  135, 137, 139, 141
attenuated Bloom filters (ABF)  65-67, 72-73, 75-77, 79-80
authentication, authorization and accounting (AAA)  162-163, 165
automated network management  83
Automated Policy Adaptor (APA)  89, 91-93, 97, 101
Available Bit Rate (ABR)  139

B

Balancer method  1-2, 9-12, 15
bandwidth control mechanism  1, 9
Bit Error Rate (BER)  142, 157
Blocked Calls Delay (BCD)  258-260
Blocked Calls Lost (BCL)  257, 259
Bloom filters  64-65, 72, 74, 76, 81
breath-first (BF)  124, 126, 128-129, 131-132, 210
Broadband Remote Access Server (BRAS)  143, 155
broadcast success rate (BSR)  56-57, 61

C

Call Session Control Function (CSCF)  181, 188, 194, 197
Carrier Sense Multiple Access with Collision Avoidance (CSMA/CA)  104, 121, 295
Cascading Minimum Single Frame Size (CMSFS)  123, 133
Cascading Minimum Single Frame Size Problem  120-121, 123
CBR (Constant Bit Rate)  138-141, 146-147, 149, 151
Cell Delay Variation (CDV)  139
Cell Loss Ratio (CLR)  139
Cell Site Gateway (CSG)  143-144
Cell Transfer Delay (CTD)  139
channel-holding time (CHT)  251-257, 259-260
channel managers (CMs)  92, 109-110
<table>
<thead>
<tr>
<th>Term</th>
<th>Page(s)</th>
</tr>
</thead>
<tbody>
<tr>
<td>circuit-switched (CS)</td>
<td>17, 47, 63, 164-165, 167-168, 170, 178, 258</td>
</tr>
<tr>
<td>closed loop control scheme of control theory</td>
<td>2, 8</td>
</tr>
<tr>
<td>code division multiple access (CDMA)</td>
<td>262, 278</td>
</tr>
<tr>
<td>Common Open Policy Service (COPS)</td>
<td>183-184, 199</td>
</tr>
<tr>
<td>communications networks</td>
<td>18, 47, 266</td>
</tr>
<tr>
<td>communication systems?</td>
<td>32, 102, 226, 262</td>
</tr>
<tr>
<td>composition model</td>
<td>89</td>
</tr>
<tr>
<td>confidence interval</td>
<td>37, 75, 79-80</td>
</tr>
<tr>
<td>congestion control schemes</td>
<td>1-2, 17, 146</td>
</tr>
<tr>
<td>Connected Dominating Set (CDS)</td>
<td>293</td>
</tr>
<tr>
<td>Connection Dropping Probability (CDP)</td>
<td>215, 217, 219-226, 228</td>
</tr>
<tr>
<td>Connection Model (ConnM)</td>
<td>89, 91</td>
</tr>
<tr>
<td>connectivity</td>
<td>26, 36, 49, 65, 67-68, 71, 81, 84, 86, 162-163, 180, 182, 264, 267, 296</td>
</tr>
<tr>
<td>contention period (CP)</td>
<td>106</td>
</tr>
<tr>
<td>Contention Window (CW)</td>
<td>105</td>
</tr>
<tr>
<td>context-aware</td>
<td>61, 64, 102, 248</td>
</tr>
<tr>
<td>context discovery</td>
<td>64-66, 80-81</td>
</tr>
<tr>
<td>context discovery protocol</td>
<td>64-66</td>
</tr>
<tr>
<td>context exchange</td>
<td>66</td>
</tr>
<tr>
<td>context query</td>
<td>66</td>
</tr>
<tr>
<td>context sources</td>
<td>64-67, 72, 75-76, 80-81</td>
</tr>
<tr>
<td>Continuous Fourier Transform (CFT)</td>
<td>38</td>
</tr>
<tr>
<td>converged networks (CN)</td>
<td>181</td>
</tr>
<tr>
<td>Distributed Coordination Function (DCF)</td>
<td>55, 104, 119, 295, 301</td>
</tr>
<tr>
<td>distributed mobile computing</td>
<td>32</td>
</tr>
<tr>
<td>DMT (Discrete Multi-Tone)</td>
<td>142</td>
</tr>
<tr>
<td>dominating sets (DS)</td>
<td>292-295, 297</td>
</tr>
<tr>
<td>Dynamic Address Routing (DART)</td>
<td>293</td>
</tr>
<tr>
<td>dynamic environment</td>
<td>80-81</td>
</tr>
<tr>
<td>Dynamic Leader Set Generation (DLSG)</td>
<td>291-293, 297-305</td>
</tr>
<tr>
<td>E-DCH (Enhanced Dedicated Channel)</td>
<td>136, 144</td>
</tr>
<tr>
<td>end-to-end feedback</td>
<td>1</td>
</tr>
<tr>
<td>Enhanced Transport Protocol (ETP)</td>
<td>85</td>
</tr>
<tr>
<td>environmental disruptions</td>
<td>64</td>
</tr>
<tr>
<td>environmentally abhorrent materials</td>
<td>64</td>
</tr>
<tr>
<td>fairness index</td>
<td>3-5, 9, 11-12, 14, 16</td>
</tr>
<tr>
<td>fairness manager module</td>
<td>10</td>
</tr>
<tr>
<td>fairness properties</td>
<td>1-2, 8, 15</td>
</tr>
<tr>
<td>Fault-Tolerant Channel Allocation (FTCA)</td>
<td>279, 284, 286-289</td>
</tr>
<tr>
<td>FIFO (First In First Out)</td>
<td>7, 11</td>
</tr>
<tr>
<td>fixed-mobile convergence (FMC)</td>
<td>160-166, 169-174, 176, 178-179, 181</td>
</tr>
<tr>
<td>Fourier Transform (FT)</td>
<td>10, 38</td>
</tr>
<tr>
<td>frequency division multiple access (FDMA)</td>
<td>278</td>
</tr>
<tr>
<td>General Packet Radio Service (GPRS)</td>
<td>164, 182</td>
</tr>
<tr>
<td>generation-ids</td>
<td>67</td>
</tr>
<tr>
<td>Genetic Algorithm (GA)</td>
<td>218, 288-289</td>
</tr>
<tr>
<td>global fairness index</td>
<td>3-4, 9, 11, 14</td>
</tr>
<tr>
<td>Global Positioning System (GPS)</td>
<td>178, 277, 279-282, 284, 286-290</td>
</tr>
<tr>
<td>Grade of Service (GoS)</td>
<td>256, 258-260</td>
</tr>
<tr>
<td>graph-grammar productions</td>
<td>88-89</td>
</tr>
<tr>
<td>graph-grammar transformations</td>
<td>92</td>
</tr>
<tr>
<td>grid network</td>
<td>72, 130</td>
</tr>
<tr>
<td>grid structures</td>
<td>68, 71-72</td>
</tr>
<tr>
<td>Guaranteed Frame Rate (GFR)</td>
<td>139-140</td>
</tr>
<tr>
<td>hash functions</td>
<td>65-66, 72, 75-76</td>
</tr>
<tr>
<td>HELLO messages</td>
<td>122, 299-300</td>
</tr>
<tr>
<td>high-density network</td>
<td>69, 71, 75-76</td>
</tr>
<tr>
<td>high duty-cycles</td>
<td>123</td>
</tr>
</tbody>
</table>
Index

High-Speed Downlink Shared Channel (HS-DSCH) 136
High Speed Packet Access (HSPA) 135-146, 149-151, 153-154, 156-158, 178
High Speed Uplink Packet Access (HSUPA) 135-136, 138, 140-141, 144-145, 149-153, 157, 159
Home Subscriber Server (HSS) 165, 181
hop-counter 67
human centric approach 64
Hybrid Automatic Repeat Request (HARQ) 136, 138, 145, 150
IBM 203
innovation development process 201-203, 209
Internet protocol version 4 (IPv4) 201-210, 214, 216
Internet protocol version 6 (IPv6) 201-214, 216, 227
Internet service providers (ISP) 175
Interrogating CSCF (I-CSCF) 181
Interworking WLAN (I-WLAN) 182
IP Connectivity Access Networks (IP-CAN) 184-185
Iub interface 135, 137-138, 140, 144, 146, 151, 158
Leakage effect 42, 46
life support systems 64
local duplicate suppression (LS) 54, 61
long term evolution (LTE) 158, 163-164, 176, 178
Lubina 27
MAC protocol 104-107, 109, 111, 117-119, 123
Management Information Base (MIB) 21
manner channels 104
maximum lifetime protocols 295-296
maximum likelihood estimation (MLE) 255
Media Access Control (MAC) 35-36, 55, 85, 103-111, 117-119, 121, 123, 134, 266, 275, 292-293, 295-296, 306
Microsoft 175, 203
Middleware Deployment Model (MDM) 86-89, 91-92
Military Emergency Operation (MEO) 87
Minimum connected dominating sets (MCDS) 292
Minimum Neighborhood First (MNF) 124
minimum transmits power protocols 295
min-max ratio 3
mobile ad hoc networks (MANET) 103-105, 110, 118-119, 296
mobile communication and information appliances 202, 204-205, 207-210
mobile device side processing (MDSP) 229, 232-234, 236-238, 244-245
Mobile Discovery Net (MoDisNet) 265
Mobile Host (MH) 216-217, 282
Mobile Network Operators (MNOs) 142
Mobile Node (MN) 251, 254-255, 257, 260
Mobile Query Processing incorporating Multiple Non-collaborative Servers 230, 232
mobile switching center (MSC) 278
mobility assumption 51
multi-frame scenarios 120
multi-hop ad-hoc networks 67, 306
multimedia services 163, 175, 180, 194, 218
multimedia streaming 10
multiple group division 230, 233-234, 239-243, 245, 247
multi-threading 93, 97
NAM (Network AniMator) 34
NAS (Network Attached Storage) 27

J
Java Virtual Machine (JVM) 93, 97, 101
JVM limitation 101

K
knowledge-based systems 64

L
latency requirements 120
law enforcement 32
Law of Large Numbers 34
Layer 2 Tunneling Protocol (L2TP) 143

M
IBM 203
innovation development process 201-203, 209
Internet protocol version 4 (IPv4) 201-210, 214, 216
Internet protocol version 6 (IPv6) 201-214, 216, 227
Internet service providers (ISP) 175
Interrogating CSCF (I-CSCF) 181
Interworking WLAN (I-WLAN) 182
IP Connectivity Access Networks (IP-CAN) 184-185
Iub interface 135, 137-138, 140, 144, 146, 151, 158
Leakage effect 42, 46
life support systems 64
local duplicate suppression (LS) 54, 61
long term evolution (LTE) 158, 163-164, 176, 178
Lubina 27
MAC protocol 104-107, 109, 111, 117-119, 123
Management Information Base (MIB) 21
manner channels 104
maximum lifetime protocols 295-296
maximum likelihood estimation (MLE) 255
Media Access Control (MAC) 35-36, 55, 85, 103-111, 117-119, 121, 123, 134, 266, 275, 292-293, 295-296, 306
Microsoft 175, 203
Middleware Deployment Model (MDM) 86-89, 91-92
Military Emergency Operation (MEO) 87
Minimum connected dominating sets (MCDS) 292
Minimum Neighborhood First (MNF) 124
minimum transmits power protocols 295
min-max ratio 3
mobile ad hoc networks (MANET) 103-105, 110, 118-119, 296
mobile communication and information appliances 202, 204-205, 207-210
mobile device side processing (MDSP) 229, 232-234, 236-238, 244-245
Mobile Discovery Net (MoDisNet) 265
Mobile Host (MH) 216-217, 282
Mobile Network Operators (MNOs) 142
Mobile Node (MN) 251, 254-255, 257, 260
Mobile Query Processing incorporating Multiple Non-collaborative Servers 230, 232
mobile switching center (MSC) 278
mobility assumption 51
multi-frame scenarios 120
multi-hop ad-hoc networks 67, 306
multimedia services 163, 175, 180, 194, 218
multimedia streaming 10
multiple group division 230, 233-234, 239-243, 245, 247
multi-threading 93, 97
NAM (Network AniMator) 34
NAS (Network Attached Storage) 27
natural resources 64
natural resources management 64
network applications 139, 205, 266
Network Identifier (NetId) 34
network structures 65, 67
network topology 11, 32, 37, 81, 124, 292
network traffic 1-2, 4, 65, 73, 81, 139
network traffic generator 1
Next Generation Internet (NGI) 201-210, 214
next generation networks (NGN) 181
Non-Real time Variable Bit Rate (nrt-VBR) 139
Non-uniform mobility model 60
notebooks 205

O
Object Manager 24
Offline Charging System (OFCS) 182
one-to-all communication scheme 49
Online Charging System (OCS) 182, 199
Open Source 18-21, 26, 29-30, 35, 48
Open Source applications 18-19, 29
Open Source monitoring 19-20, 26, 29
Open Source monitoring systems 19
Open Source Wireless Network Simulator (open-WNS) 35
operating systems (OS) 211
operational expenditure (OPEX) 161, 168-169, 172-174
Optimized Link State Routing protocol (OLSR) 293, 298, 300-301

P
packet-switched (PS) 146, 164-165, 172, 222-223
Packet Switch Network (PSN) 143
PAM worker thread 97
Particle Swarm Optimization (PSO) 215-216, 218-222, 224-226
path analytical model 202
peak cell rate (PCR) 139-141, 147, 191-192, 194
Permanent Virtual Circuits (PVCs) 139
Permanent Virtual Paths (PVPs) 139
personal digital assistants (PDA) 230-231
plug-ins 18-20, 22-26, 29-30
Point-to-Point Protocol (PPP) 143
Policy Adaptation Manager (PAM) 91-92, 97, 101
Policy and Charging Control (PCC) 180, 182-186, 197
Policy and Charging Enforcement Function (PCEF) 182, 185
Policy and Charging Rules Function (PCRF) 182, 184-186
Policy Decision Manager (PDM) 91, 93, 101
Policy Decision Point (PDP) 184
Policy Enforcement Manager (PEM) 91
policy enforcement point (PEP) 91-92, 184
power save protocols 295-296
power saving mode (PSM) 292, 295, 298, 301, 303
Progressive Minimum Neighborhood First (PMNF) 124
protocol aggressiveness 5
protocol module 85
protocol module concept 85
Proxy CSCF (P-CSCF) 181-182
Pseudo Wire Emulation Edge-to-Edge (PWE3) 143, 158
Pseudo Wire Encapsulation (PWE) 143, 158
Public Data Network (PDN) 182
PUSH-based scheme 50

Q
QoS management 89, 101

R
Radio Access Bearers (RABs) 146
Radio Frequency (RF) 105, 142, 271
Raj Jain’s fairness index 3
Random Waypoint (RWP) 51-52, 54-60, 115
Real time Variable Bit Rate (rt-VBR) 139
reconfiguration rules 88
Release 99 (R99) 135-141, 143-151, 153-154, 157-158
Rembassy 18-19, 21-30
reservation cycles (RC) 55, 105, 110
reservation frame (RF) 105, 142, 271
Reservation Release RTS (ResvRelRTS) 106
reservation slots (RS) 105, 110, 117
RNC Site Gateway (RSG) 143-144
RWP model 51, 56-57, 60
RWP (Random Walk Point) 51-52, 54-60, 115
Index

S
self-adaptive mechanism 52, 54-55, 59
sensor-to-sink delay 120
sensor-to-sink slot distance 120
server side processing (SSP) 229, 232-234, 237-239, 244-245, 247
service delivery platforms (SDP) 164-165, 185
Service Level Agreement (SLA) 138, 168
Serving CSCF (S-CSCF) 181, 183, 185, 187, 198
SimCast 1-3, 9, 15-16
simplified network models 32, 34
sink nodes 120
Slot Allocation Algorithms 120-121, 123-125, 128
slot distance 120-121, 129, 132
SNMP (Simple Network Management Protocol) 20-21, 30
staggered synchronization 121
Subscription-Based Policy Control Framework (SB-PCF) 183-184, 186-188, 191-194, 196
Subscription Profile Repository (SPR) 182, 184-185, 191, 194
Sun Microsystems 203
sustainable cell rate (SCR) 139
Switched Virtual Circuits (SVCs) 139

T
tactical communications 32
TCP-friendly congestion control schemes 2, 17
TDMA frame 120-121, 123, 125-129, 131, 133
TDMA protocols 120-121, 133
time division multiple access (TDMA) 106, 112, 120-123, 125-129, 131, 133-134, 278
traffic separation (TS) 107, 136, 146-149, 154, 159, 162, 164, 167, 178, 180-182, 185, 191, 199-200
traffic stream (TS) 107, 136, 146-149, 154, 159, 162, 164, 167, 178, 180-182, 185, 191, 199-200
Transmission Time Interval (TTI) 136, 150
transmit power control protocols 295
Transport Deployment Model (TDM) 86-87, 89, 91-92
transport protocols 1-4, 7, 15, 85, 102, 178

U
UBR+ (UBR with a minimum guaranteed rate) 138, 140-141, 146-147, 149, 151-152
UMTS Terrestrial Radio Access Network (UTRAN) 135-139, 141-144, 148-149, 153, 158-159
undergraduate students 201-202, 206, 210
unified communications (UC) 47, 181
Unlicensed Mobile Access/Generic Access Networks (UMA/GAN) 162, 164-165, 176
unresponsive flow 1
Unspecified Bit Rate (UBR) 138-141, 146-147, 149, 151-152, 159
User Equipment (UE) 136, 165, 181, 192, 194

V
variable transmit power system 295
Virtual Channel Identifier (VCI) 139
Virtual Circuits (V Cs) 135, 137-138, 140-141, 149, 151
virtual clusters 293
Virtual Path Identifier (VPI) 139
Virtual Paths (V Ps) 135, 137-138, 140-141, 146, 149-153
voice activity detector (V AD) 260
volatile organic compounds (VOC) 272

W
wavelength division multiplexing (WDM) 127
web interface 18-19, 21, 23, 25-26, 29, 266
wireless communications 46-47, 62, 118-120, 133-134, 158, 205, 216, 226-227, 261-262, 275
Wireless Interoperability for Microwave Access (WiMAX) 163
wireless local area network (WLAN) 162-164, 182
Wireless Mesh Network 266-268, 270
wireless network 33, 35-36, 47-48, 227, 278, 292, 296
Wireless sensor Networks (WSNs) 120-121
wireless technologies 164, 205, 290-291
WSN applications 120-121, 123, 132
WSN nodes 120

Z
zero-knowledge paradigm 53
ZigBee 122, 134, 263, 266, 268, 271, 275-276