Index

2-Ray-Ground (2RG) 274

A

absorption 4-5, 8-9, 13, 237, 244, 250-251, 262, 274, 276, 359-360, 362, 379, 393
acceptable exposure limit (AEL) 213
access networks (ANs) 327
active star (AS) 118
Adaptive Cruise Control (ACC) 33, 57
additive white Gaussian noise (AWGN) 367, 372
adjacent channel rejection (ACR) 295
Advanced Automatic Crash Response (AACR) 265
angle-leg variant 412
antenna field 353-354
application programming interfaces (API) 127
arbitration interframe space (AIFS) 292
Array Waveguide Grating (AWG) 246
asymmetric delay 123, 131-135, 137, 139-141, 143
asynchronous transfer mode (ATM) 223
authentication, authorization and accounting (AAA) 306
automobile radio vision system (ARVS) 28
Automotive Ethernet 60, 119
Automotive Flexray Networks 61
Automotive Networks 33-34, 38, 40-41, 43, 51, 60, 70-71, 75, 86
avalanche photodiodes (APDs) 12

B

background noise 285, 295, 353, 376, 394
Base Stations (BSs) 236
binary phase-shift keying (BPSK) 220
bit error rate (BER) 239, 367
Blind Spot Detection (BSD) 33, 57
Bluetooth 18-19, 212-213, 220, 361-362, 394-395
bus driver (BD) 119
Byteflight 61, 67, 211
Byte Start Sequence (BSS) 131

C

CAM 287-288
carrier frequency offset (CFO) 290
Carrier Sense Multiple Access (CSMA) 41
Carrier-Sense Multiple Access with Collision Avoidance (CSMA) 266, 292
central limit theorem 141, 278
Central Station (CS) 235-236
Certification Authority (CA) 326
coldstart node 63
Common Mode 117, 119, 125, 133-134, 143, 145-148, 150-163, 173, 176, 201-204
Common mode chokes 119, 125, 133, 148, 150-158
communication controller (CC) 119
complementary metal oxide semiconductor (CMOS) 241
Connectors 23, 48, 51, 59-60, 70-71, 74, 79, 81-82, 86, 97, 106, 119
continuous wave (CW) 244
control channel (CCH) 287
Controller Area Network (CAN) 34, 65, 210
Cooperative Awareness Application (CAA) 287
cyclic redundancy checks (CRC) 132

D

Data fusion algorithms 397, 406-407, 410, 414
Dedicated Short Range Communications (DSRC) 287, 301
Index

DENM 287-288
Dense-Wavelength-Division-Multiplexing (DWDM) 223-224
Department of Transportation (DOT) 266
differential attenuation 97-99, 106, 111, 113-114
dispersion 5-7, 12, 17, 30, 74, 77-78, 98, 113, 116, 238-239, 244, 259, 262, 357
Distributed Feedback (DFB) 248
Domestic Digital Bus (D2B) 54
Doppler displacement 278, 282
Doppler shift 305
Doppler spread 282-283, 290
down-conversion circuit (DCC) 247

E

EDCA 292-293
Electrical Physical Layer (ePHY) 71
Electric-Optical Converter (EOC) 19
Electro Absorption Modulator (EAM) 244
Electro Absorption Transceiver (EAT) 250-251
electromagnetic compatibility (EMC) 25, 44
electromagnetic interference (EMI) 2, 25
electronic control unit (ECU) 50, 79
Electronic Power Assisted Steering (EPAS) 33
Electronic stability control (ESC) 33
electrooptic (E/O) 2
electro static discharge (ESD) 119
electrostatic ultrasonic transducer 364
Error Vector Magnitude (EVM) 239, 375, 391-393
European Automobile Manufacturers Association (ACEA) 265
extended interframe space (EIFS) 292
external modulator (EM) 244, 250

F

Failure Rate (FR) 242
far field patterns (FFPs) 106
Federal Communications Commission (FCC) 266
Fiber-Optic Transceiver (FOT) 19, 29, 52
FlexRay Communications System 61
Fourier transform 100-101, 109-110, 290, 399, 426
Fourier transformation 174, 179, 303
frequency modulated continuous wave (FMCW) 399
front-end amplifier 1, 15-16, 24
Full frequency division duplex (FDD) 307
full-width, half-maximum (FWHM) 366

G

Gauss-Markov mobility model 329
generic receiver stage 163-165
genetic algorithm (GA) 228
Glass Optical Fiber (GOF) 74, 77-78
Global System for Mobile communication (GSM) 306
graded-index fiber 6
graphical schedule 195-196, 199
Group Signature and Identity-based Signature (GSIS) 313

H

hidden terminals (HT) 266, 279-282, 284-285, 293, 296-298
High-Definition Audio-Video Network Alliance (HANA) 59
high-definition multimedia interface (HDMI) 237
high-frequency filter (HFF) 346
high optical output power 7
Hybrid Coordination Function (HCF) 292
hybrid information system (HIS) 334

I

Idle-Stop Technologies 26
Infrared Data Association (IrDA) 362
infrared (IR) 5, 213-214
integer linear programming (ILP) 224, 227
Intelligent Network Interface Controllers (INICs) 57
Intelligent Transportation Society of America (ITSA) 266
Inter-Frame Space (IFS) 292
Internet Protocol (IP) 223
inter-symbol interference (ISI) 289, 373, 378
Inverse Fast Fourier Transform (IFFT) 290
Iterative Two Step Approach (ITSA) 226

K

Kirchhoff’s law 194
Index

L
Lane Change Assist (LCA) 33
Lane Departure Warning (LDW) 57
Lane systems 405, 418
law of induction 177, 179, 182
lidar sensors 404, 418
Light Emitting Diodes (LED) 10
Line impedances 129, 143, 147, 156, 158, 181-182, 202-203
line-of-sight (LOS) 25, 278
Line-replaceable unit (LRU) 66
Local Interconnect Network (LIN) 43
local oscillator (LO) 239
location measurement units (LMUs) 332
Lossless lines 179-180, 184, 188
low-frequency filter (LFF) 346

M
Mahalanobis distance 408
Maximum Likelihood Relaxation (MLR) 226
Mean Time to Repair (MTTR) 242
Media Access Control (MAC) 41
Media Oriented Systems Transport (MOST) 18, 212
Minimum Shift Keying (MSK) 367, 374
mobile ad-hoc networks (MANETs) 282
mobile devices (MDs) 325
Mobile Terminal (MT) 236
mobility paths 284
modal dispersion 5-7, 98, 113
mode-locked laser (MLL) 249
monomode fiber 6, 11, 17
Moscow Aviation Institute (MAI) 344
MOST150: 150 Mbit 69, 96
MOST25: 25 Mbit 69, 96
MOST50: 50 Mbit 69, 96
Motor Control Units (MCU) 33
MS-Aloha 267, 269, 279, 281, 284-285, 296-298
multi-log model 277, 279
mutual correlation function (MCF) 344, 346

N
network access point (NAP) 305, 323, 342
Network Interface Controller (NIC) 52
non-line-of-sight (NLOS) 280
Non Return to Zero (NRZ) 374

O
Offset Quadrature Phase Shift Keying (OQPSK) 367
Ohmic line impedance 143, 180, 188, 192-193
on board units (OBUs) 325
on-off keying (OOK) 220
optical add-drop multiplexers (OADMs) 223
optical cross-connect switches (OXCs) 223
optical distribution network (ODN) 235-236
Optical-Electric Converter (OEC) 19
Optical Frequency Multiplication (OFM) 244
optical injection locking (OIL) 244
Optical Sideband Injection Locking (OSBIL) 245
optical single side band (OSSB) 244
Optical Wireless (OW) 2, 18, 25-26, 30-31, 209, 213-214, 217, 221-222
optoelectronic (O/E) 2

P
Packet-Error-Rate (PER) 270
Pedestrian Users 327
Phase Modulator (PM) 244
photodetectors (PDs) 237
Polymer-Cladded Silica (PCS) 1, 21
Polymer Optical Fibers (POF) 1
Poly Methyl Methacrylate (PMMA) 102
Potential Backup Cost (PBC) 226
Power diffusion 98, 101, 105, 109
power flow differential equation 99, 114
power modes 125-126, 128
printed circuit board 86, 119, 125, 133, 138, 173
probabilistic traffic sign model (PTSM) 330
probability distribution function (PDF) 278-279
Propagation matrix 97, 99, 101, 104-105, 107, 109, 114
public key infrastructure (PKI) 313, 326
pulse broadening 5-7, 98
Pulse Generator 145, 183, 189-191
Pure Plastic Fiber (POF) 21

Q
Quadrature Amplitude Modulation (QAM) 21
Quadrature Phase Shift Keying (QPSK) 289, 367, 388
quality of protection (QoP) 225
quality of service (QoS) 223-224, 230-231, 312

R
Radar 18, 27-28, 30, 57, 213, 261, 297, 397-400, 404-405, 407, 416, 418-419, 424, 426
radio access network (RAN) 312
radio access technologies (RAT) 312
Index

Radio Frequency ID (RFID) 213
Radio Frequency (RF) 213
radiometric speed sensor of correlation type (RM SSCT) 343-344
Radio over Fiber (RoF) 2, 235
random waypoint model 329
receiving path 125
reference time delay (RTD) 332
Reflective-EAM (REAM) 251
Reflective Semiconductor Optical Amplifiers (RSOAs) 250
Remote Nodes (RN) 236
road-side units (RSUs) 267
root mean square error (RMSE) 103
routing and wavelength assignment (RWA) 223-224, 227

S
segment shared protection (SSP) 226
Semiconductor laser 11, 263
service channels (SCH) 287
shared path protection (SPP) 226
Shared Risk Link Group (SRLG) 226
Shielded Twisted Pair (STP) 73
short interframe space (SIFS) 292
signal level 129, 407
signal matrix 353
signal to interference and noise ratio (SINR) 270
Single in Line package (SIL) 82
smooth random mobility model 328-329, 336
space-time power distribution 109-111
spatial multiplexing 285
sports utility vehicle (SUV) 214
Star networks 38, 40, 63
Steady State Distribution (SSD) 102
step-index fiber 6
stop sign model (SSM) 330
Stratospheric Observatory for Infrared Astronomy (SOFIA) 66
Subcarrier Multiplexing (SCM) 240-241
Surface Mount (SMD) 82
surround models 397-398, 410, 412, 414-415, 418

Surround sensors 397-398, 415, 426
synchronous digital hierarchy (SDH) 223
synchronous optical networking (SONET) 223

T
Termination networks 119, 146
Time Division Multiplexing (TDM) 240
time of arrival (TOA) 332
Time Triggered CAN (TTCAN) 210
Time Triggered Protocol (TTP) 211
TOpology-assist Geo-Opportunistic Routing (TO-GO) 284
traffic light model (TLM) 330
Traffic Operation Centers (TOCs) 268
Transceivers 35, 38, 46, 60-61, 68, 70-71, 84, 86-88, 119, 158, 163, 176, 363
transmission line theory 176
Transmission Start Sequence (TSS) 131
transmitting path 125
two pulse position modulation (2-PPM) 220

U
ultraviolet (UV) 5
Ultra Wideband (UWB) 212
Unshielded twisted pair cables 145
Unshielded Twisted Pair (UTP) 57, 71-72

V
VANET 264, 266, 268-271, 281, 284, 286-287, 293-297, 299, 327, 340-342
Vehicular Ad-Hoc Networks (VANETs) 264-265
vertex variant 412
Vertical Cavity Surface Emitting Laser (VCSEL) 21, 248
vibrational relaxation loss 360

W
waveform generator 188, 366
Wavelength Division Multiplexing (WDM) 240-241
wireless access in vehicular environments (WAVE) 309, 326, 339
Wireless Local Area Networks (WLAN) 308