Chapter 11

Image Fusion of ECT/RT for Oil–Gas–Water Three–Phase Flow

Lifeng Zhang
North China Electric Power University, China

ABSTRACT

The tomographic imaging of process parameters for oil-gas-water three-phase flow can be obtained through different sensing modalities, such as electrical resistance tomography (ERT) and electrical capacitance tomography (ECT), both of which are sensitive to specific properties of the objects to be imaged. However, it is hard to discriminate oil, gas and water phases merely from reconstructed images of ERT or ECT. In this paper, the feasibility of image fusion based on ERT and ECT reconstructed images was investigated for oil-gas-water three-phase flow. Two cases were discussed and pixel-based image fusion method was presented. Simulation results showed that the cross-sectional reconstruction images of oil-gas-water three-phase flow can be obtained using the presented methods.

1. INTRODUCTION

The application of both electrical resistance tomography (ERT) and electrical capacitance tomography (ECT) techniques for the monitoring of industrial processes has been the subject of extensive research (Xie, Huang, & Hoyle, 1992; Dyakowski, 1996; Warsito & Fan, 2001; Jeanmeure, Dyakowski, Zimmerman, & Clark, 2002). Many of the contributions so far have been limited to image two-phase material distributions. Usually, ERT is used when the continuous phase is conductive in multiphase flows, such as gas-water two-phase flow in vertical pipe. On the contrary, ECT is used when the continuous phase is nonconductive in multiphase flows, such as oil-gas two-phase flow. When it comes to oil-gas-water three-phase flow, it is hard for ERT or ECT to obtain good cross-sectional reconstructed images, from which oil, gas and water can be discerned clearly.

In order to obtain tomograms of oil-gas-water three-phase flow, an image fusion method was presented in this paper. The conductivity of oil, gas and water is different and that is the case for
the permittivity. Based on the fact that ERT is sensitive to the conductivity of objects and ECT is sensitive to the permittivity of objects, it is feasible to obtain the tomogram of oil-gas-water three-phase flow by image fusion based on the reconstructed images of ERT and ECT.

The following section describes the feasibility of the image fusion of ERT and ECT for oil-gas-water three-phase flow. After that, the reconstruction algorithms for image generation and the employed image fusion method are described briefly. Finally, simulation results were presented and discussed in detail.

2. ERT AND ECT SENSORS

2.1. The Structure of Sensors

The 16-electrode ERT and ECT sensors are depicted in Figures 1(a) and (b).

In ERT, the electrodes are mounted equally on the interior of pipe. The measured objects in pipe must be conductive and the electrodes must contact with them. While in ECT, the electrodes are mounted equally on the exterior of pipe. The measured objects in pipe must be nonconductive or most of the mixture of the multi-phase material is nonconductive.

2.2. Image Reconstruction Algorithms

There are many different image reconstruction methods for ERT and ECT, which can be mainly classified into two categories, direct methods (linear back projection, Tikhonov regularization and truncated singular value decomposition) and iterative methods (Conjugate Gradient and Landweber) (Yang & Peng, 2003; Marashdeh, Warsito, Fan, & Teixeira, 2006; Wang, Tang, & Cao, 2007). In our study, Landweber iterative algorithm with optimal step length was adopted which is defined as (Liu, Fu, & Yang, 1999):

\[ G_{k+1} = G_k + \eta_k S^T (\lambda - S G_k) \]  \hspace{1cm} (1)

\[ G_0 = S^T \lambda \]  \hspace{1cm} (2)

\[ \eta_k = \| S^T e_k \| / \| S S^T e_k \| \]  \hspace{1cm} (3)
Related Content

Research on Parts Measurement Method Based on Machine Vision
[www.igi-global.com/article/research-on-parts-measurement-method-based-on-machine-vision/100437?camid=4v1a](www.igi-global.com/article/research-on-parts-measurement-method-based-on-machine-vision/100437?camid=4v1a)

Pervasive Business Infrastructure: The Network Technologies, Routing and Security Issues
[www.igi-global.com/chapter/pervasive-business-infrastructure/28448?camid=4v1a](www.igi-global.com/chapter/pervasive-business-infrastructure/28448?camid=4v1a)

Identifying Disease Genes Based on Functional Annotation and Text Mining
Fang Yuan, Mingliang Li and Jing Li (2011). *International Journal of Advanced Pervasive and Ubiquitous Computing* (pp. 45-54).
[www.igi-global.com/article/identifying-disease-genes-based-functional/59711?camid=4v1a](www.igi-global.com/article/identifying-disease-genes-based-functional/59711?camid=4v1a)

A Novel Detection Method of Paper Defects Based on Visual Attention Mechanism
Ping Jiang and Tao Gao (2013). *Global Applications of Pervasive and Ubiquitous Computing* (pp. 159-165).
[www.igi-global.com/chapter/novel-detection-method-paper-defects/72940?camid=4v1a](www.igi-global.com/chapter/novel-detection-method-paper-defects/72940?camid=4v1a)