ABSTRACT

Presently, the emergence of 4G heterogeneous network has attracted most of the user centric applications like video chatting, online mobile interactive classroom besides voice services. To facilitate such bandwidth hungry multimedia applications and to ensure QoS (Quality of Service), Always Best Connected (ABC) network is to be selected among available heterogeneous network. The selection of the ABC network is based on certain design parameters such as cost factor, bandwidth utilization, packet delivery ratio, security, throughput, delay, packet loss ratio and call blocking probability. In this paper, all the above mentioned design parameters are considered to evaluate the performance of Always Best Connected network under heterogeneous environment for mobile users. In addition, to select Always Best Connected network in a heterogeneous environment, a novel parameter namely recent call history- ‘rch’ is proposed to predict the call blocking probability (Cbp) of a network. The estimation of ‘rch’ parameter in terms of Cbp avoids unnecessary hand-off and enhances the effective bandwidth utilization of a cellular network under heavy load condition. A QoS mapper submodule is proposed in the QoS broker module to predict the ‘rch’ parameter of a network to select an optimum network. Further, a statistical model based on Bayesian network using the data on recent call history is applied for Cbp estimation and simulated over various heterogeneous environment condition. The simulated results show improved performance of user centric applications when compared with non-predictive methods.

Keywords: Adaptive Design Parameters, Bandwidth Adaptation, Call Blocking Probability, Heterogeneous Networks, Packet Delivery Ratio, Recent Call History

DOI: 10.4018/ijmcmc.2013100101
1. INTRODUCTION

The advent of telecommunication has greatly reduced the communication distance between users. However, the emergence of cellular generations from 1G to present 4G has attracted a large number of users to enjoy many value added services like mobile multimedia applications, videoconferencing, online classroom besides voice services. The main challenge is to provide seamless and always best connected services to the demanding mobile user in hostile environments (Marques V., et al., 2003). However, the trade-off between bandwidth and delay of Always Best Connected network for bandwidth hungry applications in the vicinity of heterogeneous network is still a research issue.

In a wireless network, mobile multimedia users face challenges when the user is handed over to an entirely different wireless network from the recently served network. This is due to the incompatibility of the architectural and technical specification of different networks. For instance, consider a mobile user roaming between networks such as 3G cellular and WLAN during an ongoing video streaming session. Here, the most critical parameters of interest for seamless service to the user are minimum delay, efficient bandwidth utilization factor, low call blocking probability and minimum cost factor.

In any wireless network, minimum delay for real time applications is obtained by using a higher data rate interface, merging of network elements to reduce the hop distance and reserving the resources along the shortest path. However as in Xiao, Chen, and Wang (2000) by carefully rearranging the scheduling access of non-real time applications and also by bandwidth upgradation and degradation methods, bandwidth could be efficiently utilized in wireless networks. A network can have low call blocking probability by using load balancing concept. Lastly, the cost of the service could be reduced by proper network planning and management process.

In the proposed approach, the behavior of network is predicted based on novel parameter namely recent call history ‘rch’. The estimation of ‘rch’ reflects the call blocking probability of networks. This anticipation of wireless network status are more pronounceable during handover situations besides conventional channel borrowing strategy. So, by estimating the ‘rch’ of a network, the future behavior of the network is predicted and the prediction is utilized for further planning to achieve the performance evaluation parameters of Always Best Connected networks. As far as heterogeneous network is concerned, the optimal network selection is itself a research issue (Sehgal & Agrawal, 2010). The authors Sehgal and Agrawal (2010), Lahby, Mohammeda, Morocco and Adib (2013), Shen and Zeng (2008) selected the optimal network based on user preference and QoS parameters such as cost, bandwidth, distance and security but, however the network is not studied over long term/average period similar to Malanchini, Cesana and Gatti (2012) and Jiang, Li, Hou, et al. (2013).

The popular research work in QoS identified from literature of Bari F & Leung VCM(2007) are European Research Funded Projects, Two IST STREP and 4 MORE-MC-CDMA Multiple-Antenna System On Chip for Radio Enhancements. Its main objective is to emphasize on research, develop, integrate and validate a cost effective low power system on chip solution for multi antenna multi carrier CDMA Mobile terminals based on joint optimization of layer 1 and layer 2. To develop an end to end optimized wireless communication link C. Verikoukis, L. Alonso and T. Giamalis (2005) proposed PHOENIX, a scheme offering the possibility to let the application world (source coding, ciphering) and the transmission world (channel coding, Modulation) talk to each other over an IPV6 protocol stack. Verikoukis, Alonso and Giamalis (2005) also proposed NEWCOM, IST-507325, NEWCOM Project E of IST Network of Excellence on Wireless Communication proposal to identify existing gaps in European Knowledge in cross-layer and also investigated the potential benefits of cross-layer in wireless network design in relation to the methodology of separate layer design. It also considered the
12 more pages are available in the full version of this document, which may be purchased using the "Add to Cart" button on the product's webpage:


www.igi-global.com/e-resources/library-recommendation/?id=2

Related Content

mCity: User Focused Development of Mobile Services Within the City of Stockholm
www.igi-global.com/chapter/mcity-user-focused-development-mobile/26735?camid=4v1a

Discovering Multimedia Services and Contents in Mobile Environments
www.igi-global.com/chapter/discovering-multimedia-services-contents-mobile/26573?camid=4v1a
Consumer Information Search and Decision-Making on M-Commerce: The Role of Product Type
Moutusy Maity (2013). *Strategy, Adoption, and Competitive Advantage of Mobile Services in the Global Economy* (pp. 73-89).
[www.igi-global.com/chapter/consumer-information-search-decision-making/68076?camid=4v1a](www.igi-global.com/chapter/consumer-information-search-decision-making/68076?camid=4v1a)

Design Guidelines for Location-Based and Contextual Learning Supported by Mobile Devices
[www.igi-global.com/article/design-guidelines-location-based-contextual/67095?camid=4v1a](www.igi-global.com/article/design-guidelines-location-based-contextual/67095?camid=4v1a)